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Introduction

ecause of the large incidence of blisters and other foot injuries

associated with ill-fitting boots, the U.S. Army commissioned the

Military Performance Division of the U.S. Army Research Institute

of Environmental Medicine and the U.S. Army Natick Soldier Center
to evaluate 12 boots for performance, efficiency, biomechanics, comfort, and
injury. Fourteen subjects hiked, ran, walked, and jumped while various
measures of boot performance were collected. This experiment generated
over 10,000 files and requires more than 4.7 gigabytes of storage for the
original data set. A desctiption of the work and the conclusions drawn can be
found in the report “A compatison of 2 current-issue Army boots, 5
prototype military boots, and 5 commercial hiking boots: performance,
efficiency, biomechanics, comfort and injury.”1

The objective of the Jaycor project is to provide an archival organizational
scheme for the data that takes advantage of specialized software to easily
select, view, analyze and present the information from Boot Study I.

The original data was received as a combination of files

ICON KEY in ASCII, comma-delimited (.csv), and Excel (xls)
M Importantinformation formats. The time-based data (e.g. rear foot angle

P versus time) was converted into General Data
I'echnique tip

Interchange Format (GDIF)—a self-documented
B Mouse navigation

ASCII format (jif) with variable name, units, and
description included within the file. The GDIF ASCII format can be read by
any text-based application, such as Excel or Notepad. The GDIF ASCII
format was then converted into a binary form (.jib) that contains internal
directories and pointers for rapid binary access. The GDIF binary format can
be accessed by the programs in the Jaycor Data Access Toolkit. In addition,
the original data contained computed variables and other nontime-based data

! Harman, E., P. Frykman, C. Pandorf, M. LaFiandra, T. Smith, R. Mello, J. Patton, C.
Bensel, and J. Obusek. A comparison of 2 current-issue Army boots, 5 prototype military
boots, and 5 commercial hiking boots: performance, efficiency, biomechanics, comfort
and injury. Military Performance Division, U.S. Army Research Institute of
Environmental Medicine. Report #000427-0940.




CHAPTER 1: INTRODUCTION

(e.g. average foot pressure). These quantities were placed in an MS Access
database. Other than conversion of format, no modification of the original
data was made.

The purpose of this Uset’s Manual is to describe the organization of the data
directory structure to allow the user to retrieve data directly from the files, as
well as to provide instruction on how to access the data through the IISYS
program. The Uset’s Manual does not make conclusions, recommendations,
and any other opinions on the methods or results of Boot Study L.

It is suggested that after setting up IISYS (either via the web or by nstalling
to a local computer), users go through the Tutorial (Chapter 3) to become
familiar with the data session. This tutorial will provide a starting point to
“explore” the data using IISYS. Chapter 4 details each type of Boot Study I
data and how to access it from within IISYS. In addition, Appendix A
describes Surface Viewet, a program to view Tekscan insole pressure data in
3-dimensions.

Setting up an IISYS Session

There are currently two methods to start an IISYS session and gain access to
the Boot Study I data: from the Jaycor setver via the Web or by mnstalling
IISYS and the data on a local computer. Because of the large amount of disk
space required to install the data for this study, the preferred method is to
access the data via the Web. This has the added benefit of allowing
researchers to access the data from any Windows-compatible PC connected
to the Internet. In addition, there is a very limited dataset contained on a
single CD (BootI Example) for small inquires and demonstration purposes.

The next section describes how to access IISYS and Boot Study I via the
Web and from a local computer. How to install the Boot Study I data on a
local computet is covered in Appendix B. For information on how to install
IISYS on a local computer or how to use IISYS, please see the documenta-
tion supplied with the IISYS program.

For Web access, the Boot Study I IISYS session requires a PC-compatible
computer with either a Web browser connected to the Internet. For a locally
installed session, Windows 95/NT 4.0 (or higher) with Internet Explorer 4.0-

5.01 and IISYS version 4.0 is required. A screen resolution of 800 X 600 or
higher is recommended.

Starting 11ISYS Boot Study |1 from the Web
Please refer to Supplemental Instructions: Starting IISYS Boot Study I from the Web.
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Starting 11SYS Boot Study | from a Local Computer

1. After installing the Boot Study I data (Appendix B), start IISYS on a local
computer.

2. From the IISYS Fi/e menu, choose Open Session.

3. Navigate through the folders, open the HotFiles folder in the Boot Study I
folder and open the BootStudyl.ses session file.
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Directory Layout and File
Naming Scheme

storage and naming system in order to retrieve the data quickly and

easily. This chapter explains the directory layout of the data and the

file-naming scheme for researchers to locate the three types of data
described in the Introduction. Note that understanding the contents of this
chapter is not required for users who will be using IISYS exclusively since
the program locates the proper data files automatically.

T he magnitude and complexity of Boot Study I requires a precise

Directory Layout

Because of the large amount of disk space required to contain this project,
the data was partitioned into directoties depending file type. The original data
(as submitted to Jaycor, Inc. for organization) was preserved in it’s own
folder system (Tests-OriginalData). In addition, biomechanic text-based GDIF
(jif) files were compressed and saved in it’s own folder system (Tests-
BiomechanicsLabJIFData). Binary GDIF (jib) files were left uncompressed in a
directory structure designed for access from an IISYS session (Tests). Within
each folder system, the data was categorized based on the expetiment or
“test” (10 km March, 400 m Max Speed Run, Biomechanics, and O,
Consumption). The folder layout for each data type can be found in the
figures on the following page.
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| Tests-OriginalData
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Biomechanic Data File-Naming Scheme

The large variety of experimental conditions required the use of a precise file-
naming scheme, which was implemented by the tresearchers during data
collection and preserved for this organization. To help further categorize the
data into meaningful partitions, folders containing data from an individual
experiment were created. In addition to Walking, Running, and Jumping,
there were five other experimental parameters that dictated file (and folder)
names: Side, Subject, Boot, Pack, and Trial Number. The naming
convention can be found in the table below.

Name Identifier Value

Side 1 Letter  L,R-Tekscan Only

Subject s 1-9, A, C-F

Boot b 1-12

Pack p 0,1

Trial t 1,2,3-walking, no pack
A,B,C-walking, 60 Ib. Pack
F,G,H-running
K,L,M-jumping

In addition, the file suffix indicates file type and is defined in the table below.

Suffix Data Type
_ASF Tekscan
_GRF Computed biomechanic variables
_RFA Rear foot angle
_TAD Raw force platform data

_VID Raw video coordinates
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IHHEYS Session Tutorial

he purpose of this tutorial is to familiarize the user with some of the
features of this IISYS session, most notably, the ability to view a set

l of experimental results from one out of ~3,000 experimental trials
with only a few mouse clicks.

Beginning the Boot Study | Session

1. After starting IISYS Boot Study I session (page 2), a window similar to
the one below appears. Note the three frames where information will be
mput and displayed: Context Document, Item List, and Data Viewer.

. lisl
)
= =

il it Gos s
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2. The Title Page for this project should be visible in the Context
Document window.

The Yewers Hop

BOOT STUDY | 000427_0940

A comparison of 2 current-issue Army boots,
5 prototype military boots, and
5 commercial hiking boots:

sPerformance « Efficiency
s Biomechanics « Comfort
sinjury

Everett Harman®™ Peter Frykman® Clay Pandorf *. Michael
LaFiandra™ Ty Smith® Robert Mello*. John Fatton®.
Carolyn Bensels and John Dbusak*

@ Military Performance Division
U.5. Army Research [nstitute of Envirohmental Medicine
Matick, M&A 017605007

« U.S. Airmy Natick Soldier Center
Netick, MA 017605020

atego Eroomer 1L Tesirry

3. Click on the orange HotSpot in the lower right corner of the Title Page
(Next).

4. The ensuing page notes the lack of some data in the Boot Study I session
and suggests initializing some parameters to insure that a data set is
presented during the session. Because this tutorial will access data that is
known to exist, bypass the parameter initialization and click on the
orange Hotspot in the lower corner (Nex?) to move to the Home Page.

Bl Vewers Hob

BOOT STUDY | 000427_0940

Important:
The data set is currently incomplete and it

is possible to select a set of parameters
describing a result that does not exist.

This will result in a “File not found” error.
To initialize the parameters to an existing
set of results, click here before

continulhg: [1

After clicking on the above button, click on
the “Next” button to continue.

E:wmr:l

10
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Read the Executive Summary

1. Click on the blue HotSpot to the left of Executive Summary to view the
document in Word. Exit Word and return to the IISYS session to
continue the tutorial.

e 11sys
Blo Yewers teb

BOOT STUDY | 000427_0940

@Executive Summary
B Full Report

Data
@ Boot Information
B Subject Information
[ Tests

View the Beoot Characteristics

1. From the Home Page, click on the light blue information HotSpot to
the left of Boot Information.

2. Click on a blue numbered hotspot beneath a boot picture (e.g. Boo? 6) to
show the available information the Item List window.

3. To view the available database information (Name, Weight, Performance
Index, etc.), click on the entry containing the green-labeled Izen 1.

Alptal

Eoot Informuataen
Return to
Home Page

Prowned  Prevpel  Prempe?  Prewped  Promped

0] 1, Coaemumptan =" e
T smom 301 tyemt Rawr 5 Mhomar i

Field name

definition \

& By moving the mouse pointer over a database field, the field
name definition appears on the bottom of the screen.

11
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4.

Enlarged pictures of each boot are also available by clicking on the
yellow-labeled Itens 2 and Item 3.

Return to the Home Page by clicking on the orange HotSpot in the
upper tight cotner of the Context Document window. (This HotSpot is
accessible from anywhere in the Boot Study IISYS session.)

Generate a Ground Reaction Force X/YV
Graph

1.

Ground reaction forces and Tekscan foot pressure data are part of the
Biomechanic Tests group and can be accessed from the Home Page by
clicking on the pink HotSpot next to Tests, followed by the HotSpot next
to Biomechanics, and, finally, the HotSpot next to GRF & Tekscan.

: \/6 Tests = Biomechanics = GRF & Tekscan

2.

The ensuing GRF & Tekscan Context Document window contains
multiple HotSpots to allow the selection of a specific trial quickly and
easily. For this tutorial, we will access the data for Walking-Subject 2-Boot 5-
No Pack-Trial 1.

For “Walking,” select the green HotSpot labeled “W” on the Condition
line. Note that the Parameter list in the Item List Window has been
updated with your selection.

Continue by specifying “Subject 2.” Select the blue HotSpot labeled “2”
on the Subject line.

For “Boot 5,” select the blue HotSpot labeled “5” on the Boof line.
For “No Pack,” select the brown HotSpot labeled “0” on the Load line.

For “Trial 1,” select the yellow HotSpot labeled “1” on the Tra/ line.

12
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8. At this point, the Paramerter list in the Item List window should contain
five items that uniquely specify the trial to be accessed, as shown below.

8= 115vs

i Yewors tHebo
Boot Study |
B USARIEM
GRF & Tekscan . Ground Reaction Farces
O] seg Kin Ny : And
g Rmanatics AN i Tekscan InSole Pressure
O 3t Kmematics LR W
.
13
*

BUUIERr U 1] NeW ROSPOLE IS
D

9. To specify ground reaction force data, click on the orange HotSpot in the
upper right corner of the force platform picture (labeled “F”). This will
update the Item List window to contain the ground reaction force and
center of pressure components.

RN g
~ —_ow
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» e BEODBQOCDOOBOOD
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L B E W TUDIED
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.
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Pt iom O0_¥ e2e0)

10.As shown on the right side of the above figure, have the data
automatically graphed using the X/Y Plot Viewer by clicking on an entry
in the Ifem section.

3

Overiay Additional Curves and Copy Data
to the Clipboard

1. To add a second time-based plot to the graph, from the X/Y Plot Viewer
Options menu, choose Overlgy Curves.

13
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2. Click on another entry in the Izem section to add the data to the viewet.

alma

By v

| e mom .
Ve BOOOONGODEBE0O0 ulw
¢ mEHEBOUDRNEDNOEAR

e AN Tew) DIGIDIIC (W

B orr e Tan

3. To output the data from the multiple plots graphed in the viewer, choose
Copy from the Edit menu of the X/Y Plot Viewer.

4. Start Excel (or any other text-based application) and choose Ediz...Paste.
Note that time, the variable names, and units are also pasted mnto the
program. Exit Excel and return to IISYS to continue the tutorial.

K4 Microsoft Excel i

Jﬁle Edit View [nsert Fgrmat Jools Data Window Help f

DEEERY I BRI - o-
GB v =

[Sgookt |
A B [¢ | D E

| 1 [PercentTime F_GRF_x PercentTime F_GRF_z

| 2 1%_of stride N %_of_stride :N )

| 3 i 0 0 0 v

[ 4 1 49% 1, 79.331 ;

5 2 18789 2 242997

| B 3 4743 3 356662 |

7 4 29855 4 353054 g
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CHAPTER 3: 1ISYS SESSION TUTORIAL

Generate a Tekscan 3D Surface Graph

1. To view the Tekscan foot pressure data, click on the yellow HotSpot
labeled “T” in the Context Document window and select a yellow entry
in Ifem section.

T
s W
.

o Y

2. Start the Tekscan animation by clicking on the Raz button in the lower
right corner of the Surface Viewer window.

3. Change the view from 3D to 2D by unchecking the check box.

Exit the Boost Study | Session

1. This concludes the tutorial. To quit IISYS and end the Boot Study
session, choose Exif from the IISYS Fi/e menu.

15
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Boot Study | 1ISYS Session
Contents

Boot Study I (#000427_0940). The Boot Study I dataset was divided

into four experimental datasets: 10 km Hike, 400 m Max Speed

Runs, O, Consumption, and Biomechanics. In addition, information
and pictures of the boots, tests, and subjects can be accessed from this
session. The table on the following page summarizes which IISYS Context
page each data set 1s located. After providing the step-by-step process to start
the Boot Study I IISYS session, this chapter describes each of the different
types of data and how they can be accessed.

T his TISYS session contains both the data and reports pertaining to

Note that because of the size of this study, significant portions of data were
not available at publication time and will be added to the project as it
becomes available. This includes O, Consumption, 10km Hike, and most of
the biomechanics analysis of running and jumping. The most complete data
set is the biomechanic analysis of walking. Attempting to access missing data
will result in a “File not found” error.

IZI Attempting to access missing data will result in a “File not
found” error.

& The Context Document window will contain the title of the
current experimental dataset and/or subset in blue text.

17
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Starting the Boot Study | Session

1. After starting IISYS Boot Study I session (page 2), a window similar to
the one below appears. Note the three frames where information will be
mnput and displayed: Context Document, Item List, and Data Viewer.

RO
Tt Dne g D View

It Lt

2, Initially, the following Title Page appears in the Context Document
window. To continue to the next page, click on the orange HotSpot in
the lower right corner (INex?).

e Yowers tiep

BOOT STUDY | 000427_0940

A comparison of 2 current-issue Army boots,
§ prototype military boots, and
5 commercial hiking boots:

e Performance o Efficiency
sBiomechanics « Comfort
s Injury

Everett Harman®, Peter Frykman® Clay Pandarf *. Nichael
LaFlandra®, Ty Smith", Robert Mello*. John Patton®.
Carclyn Bensgels and John Obusek?®

& Military Performance Division
U.S. Army Research Institute of Environmental Medicine
Matick, M& 017608007

« U.S Army Matick Soldier Center
Matick, M& 017605020
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3. The ensuing page notes the lack of some data in the Boot Study I session
and suggests initializing some parametets to insure that a data set is
presented during the session. Although not required, it is recommended
that user’s click on the yellow hotspot to initialize the parameters and
continue by clicking on the orange Hotspot in the lower corner (Nexi) to
move to the Home Page.

Bl Yiewers Lo

BOOT STUDY | 000427_0940

Important:
The data set is currently incomplete and it

is possible to select a set of parameters
describing a result that does not exist.

This will result in a “File not found" error.
To initialize the parameters to an existing
set of results, click here betore

continuing: [

After clicking on the above button, click on
the “Next” button to continue.

ID‘]EI! Nn@

20
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Home Page

The Home Page is the starting point for the IISYS session and all the
information for Boot Study I can be accessed from this page.

4" [1sYS

Fie Vewors Hep

BOOT STUDY | 000427_0940

B Executive Summary
B Full Report

Data
[ Boot Information
@ Subject Information
O Tests

¢

J@ If you become “lost” in the HISYS session, you can always
Boat Study | return to the Home Page by clicking on the Orange HotSpot
B in the left-hand comer of all other session pages.

The Executive Summary and Full Report are accessed from the Home Page.
Clicking on a HotSpot will automatically launch Microsoft Word and open
the appropriate file (.\DOCUMENTATION\BOOT, PHASE I, 12 BOOTS TECH REPORT,
NUMBERED REFS.DOC and ..\DOCUMENTATION\EXECUTIVE SUMMARY.DOC). In addition, an
electronic version of the Uset’s Manual can be found in the documentation
directory (..\DOCUMENTATION\BOOT STUDY I USER'S MANUAL.DOC).

Clicking on the Tests HotSpot brings up the Tests Page (page 24), which is
the starting point to the largest part of the IISYS session: the experimental
datasets and results. Notes on Boot Information and Subject Information
can be found starting on page 22. Note also that clicking on the orange
HotSpot in the lower right corner brings you back to the Title Page.

21
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Boots & Subject Information Pages

In addition to a few pictures, the “information” pages provide links to a
database containing the desctiptive data collected on each boot and subject.
In addition, Boot Information contains the rankings and performance
indices used to make the recommendations and conclusions described in the

Full Report.
B _Yowers b ‘@ Both the Boot Information and Subject Information pages

can be access from almost anywhere within the lISYS
session by clicking on the light blue HotSpots containing
the letter “i.”

é The lower half of both the Boot Information and Subject
o, comopoms D itontike information pages contain Hotspots to the four major test
B4 ptxspent Rasr B moedoaics groups in this study. This allows you to return to a test
group without having to return to the Home Page first.

Boot Information

Boot Study |
USARIEM

Boot Information

Army Combat
Protype 1 Protype2 Protype 3  Protyped  Protype 5 Boot
ieg .

L AL D

m @ @ U]
Salomon

Army Jungle Montrait Raichle Asolo Asolo Adventure 9

Boot Moraine Highline AFX 835 Meridian Ultralight

, - 3 -

L& X8 oL g

. e S i sy
m L] 4]
O O, Consunption [ 108an Hike

[0 40010 Max Speed Runy [ Bomechanics

Accessible Data from This Page
Database Viewer
Boot ID, Name, Weight, Height, Rank, Final
score, Performance index, Variable scores
Picture Viewer
Front, Side
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Subject Information

Boot Study |

Subject Information

Individual Subjects [0 [ @ @ B B M
BDADEE®

AllSubjects [&]

m} O, Consumption [0 108m Hike
m] 400 Max Speed Runs ] Biomechanics

USARIEM

Accessible Data from This Page

Database Viewer
Subject ID, Age, Weight, Height, Activity
Score, Rank, MOS
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Tests Page

J@ Home —Tests

The Test Page contains the links to the four major experimental datasets: 10
km Hike, 400m Max Speed Runs, O, Consumption, and Biomechanics. (As
of the publication time, only 400m Max Speed Runs and Biomechanics were
available.) Clicking on a pink HotSpot will link to the appropriate Context
Document.

Boot Study |
USARIEM

Tests

10km Hike

400m Max Spesed Runs

0, Consumption

Blomechanics

10 km Hike

Data for this expetiment was not available at publication time.
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400 m Max Speed Run

\/6 Home —Tests = 400m Max Speed Runs

97 115YS -

fo Viewsrs tiep
Beot Study |
USARIEM
400m Max Speed Run
Run Times
i s I EENEORDHBEOBDGEEEE @ Ansoets
i bedBBONEO0HBERDEEB M AR Boors
Load n ﬁ @ Both Loads
Course [7] Both Cour ses

Put Dato In ttem Lis

Pictures

Accessible Data from This Page

Database Viewer
Run time
Picture Viewer
Experimental testing procedures

Run Times

1. To access the 400m maximum speed run times for an individual or

group, select the appropriate HotSpots:

Subject (or Al Subyects)
Boot (or All Boots)
Load (or Both Loads)
Course (or Both Courses)
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2. The Parameter list will contain the four items that uniquely specify the
trial(s) to be accessed, an example is shown below.

COURSE Straight

: IZI Load the trial(s) into the Item List by clicking on the gfeen
HotSpot labeled “T” as shown by the red circle in the figure
on page 20.

3. Access the database by clicking on Ifew 1 in the Ifem section and viewing
the data in the viewer. For a group of trials, click on Next in the lower
right cotner of the Database Viewer to view the next run time.

Pictures

To view an enlatged view of the pictures shown in the 400m Max Speed
Run Context Document window, click on the appropriate yellow HotSpots
below the pictures.

O, Consumption

Data for this expetiment was not available at publication time.
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veg Kinetics
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Biomechanics

\% Home —Tests — Biomechanics

Eight different subsets of data are available from within the Biomechanics
experimental dataset and can be accessed by clicking on the appropriate pink
or green HotSpots. A brief description of each subset is available in the
following pages. Note that the upper portion of the Context Document
window contains the HotSpots to set the Parameters (Condition, Subject,
Boot, Load, and Trial) for the Biomechanics dataset. These settings can be
set now or within any of the subset windows. The Parameter settings are saved

*7 1sys L

Fle Vewers Hep

Coundition [ ]

i suc BEBEENBOHEEBBREREER USARIEM
" sABBEODBOBEBERME L
L=d @@ il @ GEEEE

O eMG

[0 GRF & Tekscan
O Seg. Kinematics
O Jt. Kinematics
O seg. Kinetics

[0 Rel. Jt. Kin. & Power

O Raw Video Coord.

Inverse Dynamic

Boot Study |

Biomechanics

Summary Data

between Biomechanic subsets.

©

Inverse Dynamic Summary Data
Accessible Data from This Page

It is easy to switch between Biomechanic subsets. Once a
subset has been displayed, other subsets can be accessed
by clicking on the appropriate pink HotSpot on the left side
of the current page. In addition, the current subset’s
HotSpot is highlighted in red.

Database Viewer

Inverse dynamic file name, 200 variable

names
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The Inverse Dynamic Summary Data contains 200 variables that have
been calculated from the various biomechanic values. This data is accessible
from any Biomechanic page by clicking on the green HotSpot labeled “C.”

In the Item List window, All Trials (light green) or an individual trial (dark
green) as specified by the Parameters can be selected for viewing in the
Database Viewer.

é By moving the mouse pointer over a database field, the field
name definition appears on the bottom of the screen.

Iy Dyn Computed Vars-AR Trials

Context | User | Parameter |
1
trev Dyn Computed Vars-Specific Trial s1bitiw_gif.ib
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Ground Reaction Forces and Tekscan
InSole Pressure
J@ Home = Tests —> Biomechanics — GRF & Tekscan

Ee Yowers b

Conditon: & B Boot Study |

i s BB EBRBERARRER USARIEM
i p«DEEDBRERADED
Lead H @ nwt DZERAEE

Ground Reaction Forces
And
Tekscan InSole Pressure

GRF & Tekscan
[ Seg Kmemanes
D Jt. Kimenaatics
O Seg Kimedcs
[J Rel. Jt. Kin. & Power
O emc

O Raw Video Coord

Tekscan Data

H Dyn Suiamary Data

This Context Document accesses force platform ground reaction force data
as well as Tekscan insole foot pressure measurements. Both the raw and
processed data are available for viewing and export.

& Instructions on how to use the Surface Viewer can be found
on page 35.

Ground Reaction Forces

Accessible Data from This Page
X/Y Plot Viewer
Ground reaction forces, Center of pressure
coordinates, Moments
Force platform raw signals

Tekscan InSole Pressure

Accessible Data from This Page
Surface Viewer
Raw Tekscan pressure data
Database Viewer
File name, 80 variable values
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Segment Kinematics

\% Home = Tests —> Biomechanics = Seg. Kinematics

TS

Che Yowers tiol

Condition: 3 @ 8 Boot Study |

i swet: HBBDEREROBBEREEA USARIEM

i s«MEOOBBBEDED@OE
Lead: [ it DB EEBE

Sepnment Kinematics
L] GRF & Tekscan Segment Position &

Bl seg Kinenaticr | aApgutar Kinematics
O 3t. Kimematics

O seg Kinetics

7 Rel. Jt. Kin. & Power
O emc

O Raw Video Coord

Inv Dyn Summary Data

Rear Foot Angle

Kinematics (position, velocity, and acceleration) for the segments as well as
the rear foot angle are accessible from this page. The linear and angular data
for the foot, shank, thigh, trunk, upper arm, fotearm, and head/neck
segments ate linked to the blue and green HotSpots. Color variations in the
Item section of the Item List (as well as P, V, A in the label) indicate level of
differentiation and items are plotted with the X/Y Viewer when selected.

Velocity
Acceleration

T Context | User | Parametor |

P_ang_ Shank_x Waking s1b111_GRF ib
P_ang_Shank_y Walking s1bTt1_GRF.jb
P_ang_Shank_z Waking s1b1t1_GRF.jb
V_ang_Shank_st Waking sTbit1_GRF.jb
V_ang_Shank_y Walking s1b1t1_GRF jb
V_ang_Shank_z Walking s1b1t1_GRF.jb
A_ang Shank_x Waking £1b1t1_GRF.ib
A_ang_Shank_y Walking s1b1t1_GRF jb
A_ang_Shank_z Walking s1b1t1_GRF.jb
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Rear foot angle data follows the same color variations as the segment
kinematics (angle kinematics only). In addition, the dark green HotSpot
labeled “C” in the rear foot angle picture links the Ifem section of the Item
List to display the computed rear foot angle variables (such as maximum and
average angle) from the Database Viewer.

Accessible Data from This Page
X/Y Plot Viewer
Segment linear and angular kinematics
Rear foot angle kinematics
Database Viewer
File name, 5 rear foot angle variable values
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Joint Kinematics

\/@ Home = Tests — Biomechanics — Jt. Kinematics

Bl Yewers Hob
Condition B @A Boot Study |
i s MBEOBBHDBPADERER USARIEE]

i s DBHBOBBHOBEDBE
Lad [ B Trial m@mm@[ﬂ

[J GRF & Tekscan

=] Seg Kmematics

Jt Kmetnaticy

[ seg Kmetics

O Rel J Kin &Power
O emc

O Raw Video Coord

Joint Kinematics

H Dyn Summary Data

Kinematics (position, velocity, and acceleration) for the joint centers as well
as the total body center of mass are accessible from this page. The linear and
angular data for the 5" metatarsal, ankle, knee, hip, shoulder, elbow, wrist,
head, pack, and center of mass segments are linked to the blue and green
HotSpots. Color vatiations in the Ifen section of the Item List (as well as P,
V, A in the label) indicate level of differentiation and items are plotted with
the X/Y Viewer when selected.

T
Context | User | Parameter |
P_ang_Shoukder_x Waking +1b1t1_GRF ib
P_ang_ Shoukder_y Waking +1b1t1_GRF b
P_ang_Shoukler_z Waking s1b1t1_GRF.ib
V_ang_Shoulder_x Waking s1b1t1_GRF.jb
V_sng_Shoulder_y Waking 11b1t1_GRF i
V_ang_ Shouider_z Waking s1b1t1_GRF.ib
A_ang_Shoulder_x Waking s1b1t1_GRF i
A_ang_Shoukder_y Waking 11b1t1_GRF o
A_ang_Shoulder_z Waking 11b1t1_GRF.ib

o >
[ >
s ]

In addition, the dark green HotSpot labeled “C” near the knee joint links the
Item section of the Item List to display the computed knee variables (such as
maximum and average angle) in the Database Viewer.

Accessible Data from This Page
X/Y Plot Viewer
Joint linear and angular kinematics
Database Viewer
File name, 5 knee joint angle variable values
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Segment Kinetics

\% Home —Tests — Biomechanics — Seg. Kinetics

3% 11s¥s

T Yewers tiop

C'ondition a
Ty« SIBEEBEORBBEHOBAEE
i mp«DOBEONBEBECEENDR

Lad B 6 il ODEBEEEE
[J GRF & Tekscan Segment Kinetics
[0 Seg Kmematics
O 3t Kmematics
Seg Kmetics
O Rel 3t K &Powe
0O enme
[ Raw Vides Coord

Boot Study |
BQ USARIEM

B Dyn Smuamary Data

Kinetics (forces and moments) for the proximal and distal ends of each
segment is accessible from this page. The three forces and moments
components (laboratory reference frame X-dir, Y-dir, and Z-dir) for the foot,
shank, thigh, trunk, upper arm, forearm, head/neck segments are linked to
the violet and orange HotSpots. Color variations in the [fez section of the
Item List (as well as dist and prox in the label) indicate distal and proximal
kinetics. Items are plotted with the X/Y Viewer when selected.

Context | User | Parameter |

F_dist_Forearm_x Waking s1b1t1_GRF.ib
F_dist_Foreatm_y Waking s1b1t1_GRF.jb
F_dist_Forearm_z Waking s1b1t1_GRF.jb
. F_prox_Forearm_x Walking s1bt1_GRF.pb
© F_prox_Forearm_y Waking s1b1t1_GRF.jo
. F_prox_Forearm_z Waking s1b1t1_GRF.jb

RS
oo >

Accessible Data from This Page

X/Y Plot Viewer
Segment distal and proximal kinetics
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Relative Joint Angle Kinematics and
Joint Power

\/6 Home —=Tests —> Biomechanics — Rel. Jt. Kin. & Power

Ho Vewers b

Condition Boot Study |

i swet BIBENEADEOBDBEEE R USARIEM

i e« IHBOBEHEBEDE &
Load: B 6@ nnt R GEMEGEE

Relative Joint Angle
Kinematics

And

Joint Fowar

[ GRF & Tekscan

[ Seg Kmenanes

O J¢t Kmematics

a Seg Kmehice

Rel Jt Kin & Power
0O ene

[0 Raw Video Coord

B n Dyn Samaay Data

Relative joint angular kinematics (angle, angular velocity, and angular
acceleration) as well as joint power, which is the product of relative joint
angular velocity and joint moment, are accessible from this Context
Document window. In addition, joint moment (trepeated from the Kinetics
Page) is listed in the Item List due to its involvement in the calculation of
joint power. Joint power data is available for the ankle, knee, hip, shoulder,
elbow, head, and total body center of mass. Total body center of mass power
is given as three components (Laboratory X-dir, Y-dir, and Z-dir) as well as a

resultant power.
S
Knee Power Flesion/E dension W_Knes_(e

: 2 Knee Rel Ang Flexion/Extension J_P_Knes_|
Relative Jolnt gy, I} 3 Knee Ang Velocty Fleion/Extonsian J_V_ Kr
Kinematics Knee Ang Accsleration Fiexion/Extension J_)

M_prox_Shank_x Waking s1b1t1_GRF ib
Joint Moment

Note that the hip and shoulder Item Lists contain joint power and relative
angle entties for two directions: flexion /extension and abduction/adduction.

Accessible Data from This Page
X/Y Plot Viewer
Joint power, relative joint angle kinematics,
joint moments
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Muscle EMG

\/6 Home = Tests —> Biomechanics — Muscle EMG

B Yewers oo

Condihon 1]

Boot Study |
USARIEM
1]

[0 GRF & Tekscan Muscle EMG

{1 Seg Kmematics

O I Kmematies

{1 Seg Kmetes

[ Ret Jt Kin &Powe
B ene

{1 Raw Video Coord

B o Dyn Swuary Data

Electromyography signals were collected on five muscles during the
biomechanics portion of this study (the gastrocnemius, hamstring, erector
spinae, rectus abdominis, and quadriceps). Root mean square (RMS) values
as a percent of gait cycle are available by clicking on light blue hotspot
followed by Izez 1 in the Item List.

Accessible Data from This Page

X/Y Plot Viewer
5 electromyography signals
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Raw Video Coordinates

% Home = Tests = Biomechanics = Raw Video Coordinates

o Yovers tep
Condition: 0§ B Boot Study ¢
ey Bl R R Rcl-NoRsHANCHCH:NF] usxmegl]

i swBEHEODEBEHOBEDRB
Lead: Bl B mat DERAEAGEE

] GRF & Tekscan

[ Seg Kmematics

[ 3t Kmematics

[0 seg Kmetcs

[ Rel 3¢ Kin &Power
O eme

Raw Video Coord

Raw Video Data

[ - Dyn Sammary Data

The 3D coordinates of 17 markers that were used in the biomechanic
portion of this study are accessible from this Context Document. The
markers are grouped as follows: force platform corners, pack/head, arm,
upper leg, rear foot angle, and foot. Clicking on the light blue HotSpots adds
the appropriate group to the Item List.

Accessible Data from This Page

X/Y Plot Viewer
17 3D videography marker coordinates
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.jif file formatted for
Surface Viewer

Surface Viewer 1.0

urface Viewer 1.0 displays two-dimensional time-based data as either a

3D surface or 2D contour plot. It is a stand-alone application capable

of running within a “container” application such as a web browser or

ViewDoc. It also automatically launches from within an IISYS session
if needed. Both Surface Viewer and ViewDoc are installed automatically with
the standard TISYS installation.

Selected portions of a .jif file formatted for Surface Viewer is shown below.
Note that although the data is a three-dimensional array (with time as the
first dimension), it is saved as a large single-dimension array (ZDirData). The
values of 1Page, 1XDir, and 1YDir allow Sutface Viewer to reconstruct the 3D
array before plotting.

float( ZDirDatal] };
int( iPage );

int( iXDir };

int( iYDir );

float( HoleValue );
float ( Spacingl(] ):
float( Timel[] );

data (iPage) 151;
data(iXDir) 60;
data(iyDir) 21;

data (Holevalue) -9;
data(Spacing) 0.2 0.2;

units(zZDirData, "psi"):;
units(iPage, "sec");
units(iXbDir, "in");
units(iyDir, "in");
units(Spacing, "in");

label (zZDirData, "Boot Study I Tekscan foot pressure data
(Noise Threshold 3)");

label (iPage, "Total number of frames");

label (iXDir, "Total number of sensors in Medial Lateral
Direction") ;

label (iYDir, "Total number of sensors in Anterior Posterior
Direction");

label (Holevalue, "Treat this value as a missing value");
label (Spacing, "X and Y distance between sensors");
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data (zZDirData)

-9 -9 -9 -9000
-9 -9-90000

6.2 000 -9

8.26 8.26 0 0 0 0 -9 -9

0000O00O0G®E6.2
0 6.2 6.2 6.2 10.3 16.5 20.7 18.6 12.4
-9 -9 -9 -9 000 4.13 6.2 8.26 8.26 8.26 4.13 4.13 0 0 0 -
9 -9 -9 -9

-9-9-9-9-9000000000000 -9 -9 -9 -9

’

data (Time)
0
0.01667
0.03334

2.48383
2.5005
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Starting Surface Viewer from a Web

Browser

%’ This is not the preferred method to launch Surface Viewer
because it is possibie to change the .vbd file association to
the web browser. (If this happens, see page 40.) The
preferred method is to use ViewDoc to run Surface Viewer.

1. Locate and double click ufSurfacePlot.vbd, usually in the ..\Program

Files\Jaycor\IISYS\Viewers\SurfaceViewer foldet.

2. In the Open With dialogue box, select a web browser such as Internet

Explorer.

m To maintain compatibility with IISYS, make sure Always
use this program to open these files is unchecked. See page
40 if a file association problem develops with 1ISYS.

3N Clickthe program you want to use to open
h ‘ufSurfacePlot.vbd',
1f the program is not in the list, click Other.

Chooss the program you want to use:

2

‘ﬁlntem»:—t Explorer
[8]Microsoft Access for Windows
@Nﬁcrosoft Excel for Windows
'gflvlicrosoft Paint

use this program to open these files

2
i T

Starting Surface Viewer from ViewDoc

1. Locate and double click ViewDoc.exe, usually in the ..\Program

Files\Jaycor\Utility folder.
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2. Click on the button labeled Load.

~« ViewDoc:

Li] The page cannot be displayed

The page you are looking tor is currently unavailable. The Web
site might be experiencing technical difficulties, or you may need
to adjust your browser settings.

Please try the following:

Click the [ 1 1! button, or try again later.

1f you typed the page address in the Address bar, make
sure that it is spelled correctly.

To check your connection settings, click the Tools menu,
and then click Internet Options. On the Connections
tab, dlick Settings, The settings should match those
provided by your local area network (LAN) administrator or
Internet service provider (I1SP).

1f your Network Administrator has enabled it, Microsoft o |
windows can examine your network and automatically
discover network connection settings

1f you would like Windows to try and discover them,
click @ tave ot b

Some sites require 128-bit connection security. Click the
Help menu and then click About Internet Explorer to
determine what strength security you have installed.

o 1f rying to reach a secure site, make sure your
S ity s el s Aan cunnart b Phalz the Tnale mer: snd ’-.—]
|'Msg O Load | Poc Into | Help| Quit |
p—

3. Using the browsing window, locate and open ufSurfacePiot.vbd, usually in
the ..\Program Files\Jaycor\IISYS\Viewers\SurfaceViewer foldet.

é You may want to create a shortcut to Surface Viewer on the
desktop by creating a shortcut for ViewDoc.exe . and
modifying the Target Property of the shortcut to include
SurfaceViewer (i.e.

"C:\Program Files\Jaycor\Utility\ViewDoc.exe" SurfaceViewer).
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Opening and Viewing a File in Surface
Viewer

1. After starting Surface Viewer, click on Oper File in the lower left corner
of the window.

B ufsurfacePlot.vbd R =18} %]
| Fle Edt View Favorkes Tods  Help

L - - Q ) A} Qsowch siFworkes (Pristory | LN &8 B 1)
{adress [¢10:\Wiuabosk Prog amsisurfacetiewer 1. OWfsufocebiotbd 7

X

TR
ODXXRIRR
QLKA
e ‘x‘s‘

W
AN
¢2“

e 000 Te Ren |

7 301 invertX ™ lnvesty

2. Using the Open File dialogue box, select the GDIF file to be viewed.

3. After the file loads, click on Rz in the lower right corner of the window.

Surface Viewer Options

Scroll Bar

To view a specific time frame, click and hold the scroll bar slider. Drag the
slider to the desired time frame. In addition, the arrows on the end of the
scroll bar can be used to increment the plot through a single time step.

3D
This checkbox switches the view from 3D (default) to a 2D contout plot.

invertX and InvertY

These checkboxes change the view (in both 3D and 2D mode) by flipping
either the X or Y axes.
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Free Rotation

Click and hold both the left and right mouse button simultaneously while the
cursor is in the plotting area to allow the 3D plot to be freely rotated to any
viewing angle.

Updating the File Association

If the following dialogue appears when starting SutrfaceViewer or IISYS,
Windows has inadvertently updated your file associations incorrectly.

‘You have choson (o downioad a fise from this location.
SteMapPPC-3.7.51 from www e1m pau edy

‘What would you ke to do with this fle?
 [dpan tis He om s cument location
© 3w i e o 399

7 Amays 2k bolcee apering this ype of flo

0K | Cacdl | Moelnio |

To remove the file association, update the “VBD” File Type, making sure that
the settings are identical to the figure shown below. (Note: you may have to
delete the “VBD?” setting and create a new one to incorporate all the
settings.)

Folder Options
General| View  Flo Typot | Offine Fies |
Registered fle fypes:
Estentions | Fia Types
AUV Aladdn Encoded Fle
SUUE  Aladdn Encoded Fie
AJVBD  VBDFie
B|VBE  VBScript Encoded Scrit Fie
VBG  Visual Basic Group Project

AVBL Visual Basic Contrdl License File
LSV L] Vios ial B pain Brniant
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Installing Boot Study |l on a
Local Computer

installed on a hard drive. The approximate size of each installation is
shown below.

T here are three copies of the data and any one of these copies can be

Size
CDDisk#  Compressed  Uncompressed
[ISYS Session (.jib data) 1-6 - 34GB
Jjif data 7 0.4 GB 3.4GB
Original data 8 0.4GB 47 GB

Binary Data Installation

To install the binary session from CD #1-6, copy the data on the CD’s to a
hard drive, making sute to place the contents of CD #2-6 in the appropriate
folders that were created by copying CD #1. The proper directory layout is
shown in the .jib Data/IISYS Session Folder Layout diagram on page 6.

The step-by-step instructions are as follows:
1. Create a main folder to contain the session (e.g. D:\Boot Study I).
2. Copy all the folders in CD #1 to the main folder.

3. From CD #2, copy all the folders in
BootICD_2\Tests\BiomechanicsLab\Walking into ..\Tests\BiomechanicsLab\Walking.

4. From CD #3, copy all the folders in
BootICD_3\Tests\BiomechanicsLab\Walking into ..\Tests\BiomechanicsLab\Walking.

5. From CD #4, copy all the folders in
BootICD_4\Tests\BiomechanicsLab\Jumping into ..\Tests\BiomechanicsLab\Jumping.

6. From CD #5, copy all the folders in
BootICD_5\Tests\BiomechanicsLab\Jumping into ..\Tests\BiomechanicsLab\Jumping
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and all the folders in BootICD_5\Tests\BiomechanicsLab\Running into
..\Tests\BiomechanicsLab\Running.

7. From CD #6, copy all the folders in
BootICD_6\Tests\BiomechanicsLab\Running into ..\Tests\BiomechanicsLab\Running.

ASCIl Data Installation

To install the compressed jif version of the data, copy the folder Tests-
BiomechanicsLabJIFData on CD #7 to the hatd drive, preferably into the main
folder used to install the IISYS Session since the data organization is
identical.

Original Data Installation

To install the compressed version of the original data (as submitted to Jaycor,
Inc. for organization), copy the folder Tests-OriginalData on CD #38 to the hard
drive. This data is not organized in the same manner as the binary or ASCII
files but can be placed in the main folder used to install the binary session.
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